
ARCHITECTURAL STANDARDS FLOOR FINISHES

PRODUCT DATA SHEET

M50  FLOOR FINISHES M50/130

PREFFERED SUPPLIER INFORMATION

NBS REFERENCE M50/25/170

MANUFACTURER:

GRADUS Ltd

Address Park Green, Macclesfield,

Cheshire, SK11 7LZ

Tel 01625 428922

E-mail sales@gradusworld.com

Website: http://www.gradusworld.com
Supplier: 

Contact:

PRODUCT DESCRIPTION

ICL APPROVED SPECIFICATION

Range: Freeway (Impervious)

Type: Tufted Cut Pile Graphics

Description:

Application: Ideal for a variety of locations, including accommodation units for Universities.

Environmental: Achieves BREEAM A+ rating in all School applications.

Recyclable: Yes

Warranty: 8 year wear warranty and 8 year ani-static warranty.

Production: Made in the UK

TYPICAL NBS SPECIFICATION

M50/130 Carpet Tiling

Standard: Carpet tiling to Imperial College London Architectural Standards

Location: See architects drawings and finishes schedules

Preparation: BS 5325:2001 - Code of practice for installation of textile floor coverings

Carpet tiles:

Manufacturer: Gradus Ltd, Park Green, Macclesfield, Cheshire, SK11 7LZ (01625 428922)

Product reference: Freeway (Impervious)

Size: 2m Wide Impervious Aquabac

Type: Tufted Cut Pile Graphics

Colour/Pattern: 12 Colours available

BS EN Classification: BSEN 13501-1 

Category: Education, Healthcare

Level of use Class:

Amanda Tate, Business Development Manager 

amanda.tate@gradusworld.com Tel: 07785 390971

Dense subtly patterned carpet with specially engineered Aquabac backing 

system.

See architects drawings and finishes schedules.  Refer to Gradus Technical 

Services 01625 428922

Base:

The polypropylene face yarn is inherently stain resistant and easy to clean.  The 

Aquabac backing system is totally impervious, shielding the sub-floor from liquid 

spills.

Other:

mailto:sales@gradusworld.com
http://www.gradusworld.com/
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Accessories: Edging strips at thresholds

Special requirements:

Carpet backing: 2m Wide Impervious Aquabac

All carpets should be laid in accodance with BS5325:2001 installation of flexible 

floorcovering.  For further installation advice please contact Gradus Technical 

Services 01625 428922

Setting out:

2m Broadloom recommended adhesive F Ball & Co 01538 361633 Product F3.  

All joints to be seam sealed using Gradus recommended seam sealer F.Ball & 

Method of laying:


